
Terrix® PR-PS-P
primers

product description and areas of application 

• Improves paint adhesion;


• Reduces and evens out substrate absorption;


• Provides high vapour permeability;


• Protects against stains and efflorescence;


• Reduces dustiness;


• Not effecting the colour of the substrate;


• Very good adhesion to mineral substrates.

main properties 

primer for polymer-silicate paints

5
l

10
l

High-quality product based on acrylic dispersion with silicone hydrophobic 
agents. To be used as a substrate primer before application of  Terrix® 
polymer-silicate external coats and for hydrophobic impregnation of all typical 
external absorbent building substrates. In addition, it can be used for priming 
mineral substrates (e.g. concrete, traditional lime, lime cement and cement 
plasters and thin-lm mineral, silicate and polymer-silicate renders) and 
substrates covered with well-bonded, synthetic-based coatings. It is 
recommended to impregnate absorbent, and weathered concrete substrates, 
cement screeds, cement, lime and cement renders, fibre-cement boards and 
raw surfaces of bricks, blocks, hollow bricks and other similar ceramic and 
silicate materials. 


technical data

application

Substrate preparation: 


Apply to a sound and clean substrate (without cracks and delaminations), 
degreased, even, dry, and biological or chemical efflorescence free). The 
substrate should be free of algae/fungi growth. 
In case of microbial contamination, the substrate should be cleaned with a 
power washer. Subsequently, a biocide solution for removing microbial 
contamination is to be applied as per the product manual. Any loose layers 
not bound to the substrate (such as loose plasters or flaked paint coats) should 
be removed. Wash and degrease old and/ or dirty substrate with water and a 
cleaning agent. If there are any significant irregularities to the substrate, these 
should be levelled out using Terrix® RD-LB levelling compound. Small 
irregularities can be levelled with Terrix® RN-LF 8 or a similar product. 
Absorbent substrates should be coated with a suitable penetrating agent 
before applying the levelling mortar. A minimum curing time of two weeks 
should be observed when applied to newly constructed mineral substrates 
(e.g. concrete, lime, lime cement and cement render). 


Preparation: 


The packaging contains a ready-to-use product. If required, add a small 
amount of clean water:  max 5% for the first coat. 
 

Application method:


Apply the product to the substrate with a paintbrush, roller or spray.  
Using the wet-on-wet method, it is recommended to use two coats for highly 
absorbent substrates. 


Drying: 


The drying time of the primer applied to the substrate before paint application 
is approximately 12 hours. Protect the newly applied primer from precipitation 
and condensation until completely dry. 
Note: Full hydrophobic properties of the coating are achieved after 7 days. 


Application conditions: 


During the application and drying of the product, the weather should be rain 
free with the air temperature above +5°C. Low temperature and high humidity 
may cause slower drying of the product. In this case, you should wait until the 
primer has completely dried before applying the paint. Wash the tools 
immediately with water after finishing the work. Do not work on surfaces in 
direct sunlight or strong winds. Using suitable protective nets on scaffolding is 
recommended to protect the undried product layer from the harmful effects of 
weather conditions. 


Since the use and processing of the product is not under our direct influence, we are not liable for damages caused by its misuse. We reserve the right to make changes as a result of technical progress. 
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Base binder: silicone-acrylic; 
VOC content: cat. A/h. The product contains less than 30 g/l VOC; 
Density: approx. 1.05 g/cm³;

Solids content: approx. 10%;  

Colour: milky, colourless when dry; 

Usage: approx. 0.11 - 0.20 l/m2 ( depending on substrate absorbency);

Temperature of application (air and substrate): from +5°C to +25°C;

Relative humidity: ≤80%; 

Packaging: single-use plastic packaging of 10 l;

Storage: the product should be stored in its original sealed packaging in a 
cool, dry and frost-protected room. After opening and using some of the 
contents, the packaging should be resealed, and the remainder of the product 
should be used as soon as possible;

Shelf life: 12 months from the manufacture date specified on the packaging, 
provided that the storage requirements are observed.


CAUTION: Keep the product out of reach of children.
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